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GENERAL DEMOLITION NOTES

A. REMOVE ALL BATHROOM COUNTERTOFS.

B. SEE PLUMBING AND MECHNAICAL DRAWINGS FOR ADDITIONAL DEMOLITION REQUIREMENTS AND
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GENERAL NOTES

A. ALL DIMENSIONS TAKEN FROM FINISHED FACE OF NEW AND EXISTING WALLS.
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THE OWNER.
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@ INTENDED ROUTE FOR REFRIGERANT PIPING. CONDENSING UNIT. COORDINATE WITH ELECTRICAL FOR —= =—=== HFSA PROJECT NO: 0740 01 0&P PROJ # 07171
ROUTING OF REQUIRED ELECTRICAL CONNECTIONS TO NEW _
@ PROVIDE SUPPORT FOR DUCTWORK. COORDINATE WITH CONDENSING UNIT. \\ ~ — 7 CAD DWG FILE NO:
CONCRETE PAD FOR LEVEL SUPPORT WITH UNIT. — < 36x48 DRAWN BY:
: <‘> < > PROGRAMMABLE THERMOSTAT. coneul [ | > < | ~HECKED éY S
PROVIDE FULL SIZED OUTSIDE AIR PLENUM, TO 20" HEIGHT y, :
4 D 1112 PUMPED ABOVE UNIT. COORDINATE SIZE OF PLENUM WITH ACTUAL @ SEE SCHEDULE SHEET FOR RELIEF AIR DAMPER CONTROLS. 172" / \L\T/JI X DESIGNED BY. RFG
L-1 - UNIT DIMENSIONS PRIOR TO COMMENCEMENT OF WORK. ~ :
CONDENSATE @ PROVIDE 4" CONCRETE PAD WITH PROTECTIVE BOLLARDS '_T_—_ DWG TYPE: MECHANICAL
O DRAIN LINE <5> EXISTING WINDOWS TO REMAIN- NEW INTAKE LOUVERS AT EACH CORNER OF CU-1. PROVIDE HAIL GUARDS FOR THE _ P .
| I SIZED AT 16"Wx38"H. FIELD COORDINATE SIZE PRIOR TO CONDENSING UNIT. MAINTAIN A CLEARANCE BETWEEN THE N | L1 ARCHITECTURAL PHASE:
g ORDERING INTAKE LOUVERS. LOUVERS ARE A CUSTOM SIZE. EDGE OF THE CURB AND THE PROTECTIVE BOLLARDS FOR erPUL,  fff = = === === | | CONSTRUCTION DOCUMENT BID SET
—E — PROVIDE MINIUM OF 12" DEEP FULL SIZED PLENUM ON LANDSCAPING REQUIREMENTS (MOWER WIDTH). @ | | —
= = A INTERIOR SIDE OF INTAKE LOUVERS. el Y T | - SHEET TITLE
A <5> = 3 ||| < TRANSITION 44"@ DUCT DOWN THROUGH CEILING AND - T = —
E 7 QS — |
_ _ <6> MAIN SUPPLY DUCTWORK TO BE ROUTED BELOW EXISTING TRANSITION TO UNIT CONNECTION. VERIFY CONNECTION )
/! i M ROOF TRUSS. LOCATE DUCT CENTERLINE WITH SIZE PRIOR TO FABRICATION OF FITTING. SEE SECTION. , 4 st L1
~ | | CENTERLINE OF TRUSS SUPPORTS, TOWARDS THE X \
/ | Al | NORTHEAST SIDE. FIELD COORDINATE ENTIRE DUCT RUN @ REFRIGERANT PIPING TO BE ROUTED 36" BELOW GRADE, IN |
/ ~ | & 48x48 PRIOR TO COMMENCEMENT OF WORK. BOTTOM OF A PVC PIPE SIZED LARGE ENOUGH FOR BOTH SETS OF —— A
=b| ﬂ& ° T | TYPICAL 3 DUCTWORK TO BE 12" BELOW BOTTOM OF TRUSS CHORD. REFRIGERANT LINES. PROVIDE ELBOWS TO ACCOMODATE — F LO O R P L AN
X = PLACES REFRIGERANT PIPING. COORDINATE ALL SIZE
s PROVIDE 6" CONCRETE HOUSEKEEPING PAD. REQUIREMENTS AND FABRICATE PIPING PRIOR TO BURIAL.
i oo ]
>3> X& 5 6" CONCRETE L-1 #
HOUSEKEEPING
PAD
3 MECHANICAL SECTION 9 ENLAI?_GFD MECHANICAL PLAN
SCALE: 1/4"= 10" SCALE: 1/4"=1-0
1 2 3 4 5 SHEET 1 OF 2




AIR
FLOW

SUCTION
CONNECTION

THERMAL BULB
@ 45 DEG. BELOW
HORIZONTAL

1 Y K| 4 )
GENERAL NOTES - MECHANICAL
DX COOLING REFRIGERANT — REFRIGERANT TYPE
COIL SOLENOID VALVE - STRAINER (TYP.) 1. THE WORK SHALL BE INSTALLED IN ACCORDANCE WITH
(TYPICAL) LOCAL AND STATE CODES.

1
T

NOTE:

PIPING & ACCESSORIES
SHOWN IS TYPICAL FOR
EACH REFRIGERANT CIRCUIT

THERMAL EXPANSION
— VALVE (TYP. OF 4) t
R T
CIRCUIT 1 I |
LIQUID
CIRCUIT 1 CONN. 4 | |
c A SUCTION A—o@—c‘h—w—k |
I's CONN. |
_——_——— — ——— - — — — — — —
RLI
<€ —
— REFRIGERANT |
TYPE VALVE |
] (TYPICAL) |
CIRCUIT 2
LIQUID |
CIRCUIT 2 CONN. 5
3 SUCTION W —t 7
CONN. ' |
A,
A DOUBLE OPENINGS
SIGHT GLASS SHORT OIL
(TYPICAL) TRAP (TYP.)

PROVIDE FLEXIBLE
CONNECTION IN PIPING

|
RS
|
REFRlGERANTﬁ\ |
SUCTION |

|
|
J
ur‘ ~
REFRIGERANT I
LIQUID I
|
|

STRAINER —
(TYP.)

|
|
|
|
|
SUGTION LINE :
|
|
|
|

RL

RL

]

AT UNIT (TYP.)
gl

CIRCUIT #2 _ll

AIR COOLED y
CONDENSING | SR — — IJ'

UNIT CIRCUIT #I _l I |_*
CATCH ALL REPLACEABLE
/ \ CARTRIDGE DRIER (TYP.)

MULTIPLE CIRCUIT REFRIGERANT PIPING DIAGRAM /" 1\

NOT TO SCALE

BIRDSCREEN BEHIND
LOUVER FACE

MH102

REFER TO SCHEDULE
FOR HOOD SIZE

BACKDRAFT DAMPER

ATC RELIEF AIR
DAMPER

g

RE-USE EXISTING / Q
CURB- FIELD 9 / N
COORDINATE ﬁ i/ )\(
ﬁ L Z\
/ Z N\
/ Z N\
// —r
| A L
¥ P
A \ 7 \ "o N\
AIR INLET ) NNINRNRY
BOTH SIDES —
= <=
48"

3" DEEP DRIP PAN
SILICON ALL SEAMS

WATERTIGHT

PENTHOUSE ROOF HOOD DETAIL /"2

NOT TO SCALE

MH102

SYMBOL NECK SIZE SERVICE LOCATION MAKE & MODEL REMARKS
G-1 48x48 RETURN SURFACE/WALL MOUNT PRICE SERIES 96 (1)(2)(3)
G-2 24x18 SUPPLY DUCT MOUNTED PRICE SERIES 620DAL 4)
NOTES:

(1) PROVIDE OPTIONAL FINISH - COORDINATE COLOR WITH ARCHITECT.
(2) HEAVY DUTY ALUMINUM CONSTRUCTION.

(3) 3/4" BLADE SPACING WITH 45° DEFLECTION.
(4) DOUBLE DEFLECTION ALUMINUM GRILLE WITH ALUMINUM DAMPER. 22.5° DEFLECTION.

ROOF HOOD SCHEDULE

(1)

OVERALL
SYMBOL ROOF OPENING TYPE DIMENSIONS MAKE & MODEL

RH-1 48"x48" RELIEF 56.5"x56.5"x15" HIGH WESTERN VENTS & CURBS

NOTES:

(1) ROOF HOOD SHALL BE ALUMINUM CONSTRUCTION COMPLETE WITH BACKDRAFT DAMPER, MOTORIZED DAMPER,
BIRDSCREEN.

(2) RE-USE EXISTING ROOF CURB. CONTRACTOR IS TO FIELD VERIFY SIZE OF CURB AND ROUGH OPENING, AND MATCH NEW
ROOF CURB TO THE EXISTING CURB DIMENSIONS. CONTACT ENGINEER IF SIZE IS DIFFERENT THAN SCHEDULED, AND
COORDINATE SELECTION OF ROOF HOOD.

(3) PROVIDE MOTOR OPERATED DAMPER AND PRESSURE CONTROLS PACKAGE.

SYMBOL SIZE LOCATION TYPE MAKE & MODEL (1)(2)(3)
L-1 16"x38" MECHANICAL ROOM INTAKE RUSKIN ELF 375D (4)
NOTES:
(1) LOUVER SHALL HAVE 4" DEEP BLADES.
(2) PROVIDE BIRDSCREEN.
(3) PROVIDE BACKDRAFT DAMPER
(4) CONTRACTOR TO FIELD VERIFY ACTUAL ROUGH OPENING AT JOB SITE PRIOR TO ORDERING/BIDDING.

10.

11.

12.

13.

THIS CONTRACTOR SHALL OBTAIN ALL NECESSARY PERMITS
AND PAY ALL FEES REQUIRED IN CONNECTION WITH THE WORK.

UNLESS OTHERWISE SPECIFIED, ALL EQUIPMENT, ACCESSORIES,
AND MATERIALS SHALL BE NEW AND UNDAMAGED.

UPON COMPLETION OF WORK, REMOVE ALL SURPLUS MATERIALS
AND RUBBISH.

ANY CUTTING, PATCHING, OR FILLING NECESSARY FOR THE
PROPER EXECUTION OF THIS WORK SHALL BE DONE BY THIS
CONTRACTOR. NO ROUGH OR UNSIGHTLY WORK WILL BE
ALLOWED, AND CUTTING OF STRUCTURAL MEMBERS SHALL BE
DONE ONLY ON APPROVAL OF THE ARCHITECT.

THE CONTRACTOR SHALL COORDINATE ALL ROOPTOP EQUIPMENT
POWER REQUIREMENTS, WEIGHTS AND DIMENSIONS WITH THE
ELECTRICAL AND STRUCTURAL ENGINEERS PRIOR TO
COMMENCEMENT OF WORK.

BEFORE PROCEEDING WITH ANY WORK, THE CONTRACTOR SHALL
CAREFULLY CHECK AND VERIFY ALL DIMENSIONS AND SHALL
ASSUME FULL RESPONSIBILITY FOR THE FITTING-IN OF HIS
DUCTS, PIPES, AND EQUIPMENT.

ALL SYSTEMS SHALL BE ADJUSTED TO WITHIN 5% OF THE
DESIGN DOCUMENTS REQUIREMENTS.

GENERAL: ALL NECESSARY ALLOWANCE AND PROVISIONS SHALL
BE MADE IN THE INSTALLATION OF SHEET METAL DUCTS FOR
THE STRUCTURAL CONDITIONS OF THE BUILDING, AND DUCTS
SHALL BE TRANSFORMED OR DIVIDED, AS MAY BE REQUIRED.

LOW PRESSURE RECTANGULAR DUCTS: THE INTERIOR SURFACE
OF ALL LOW PRESSURE SUPPLY AND RETURN AIR DUCTS SHALL
BE LINED WITH 1" THICK FIBERGLASS DUAL DENSITY DUCT LINER,
UNLESS OTHERWISE NOTED.

LOW PRESSURE ROUND DUCTS: ALL ROUND METAL DUCTS
SHALL BE WRAPPED WITH 1" THICK FIBERGLASS DUCT WRAP
WITH FACTORY-APPLIED VAPOR BARRIER.

ALL DUCTWORK DIMENSIONS SHOWN ARE CLEAR INSIDE
DIMENSIONS.

ALL SHEET METAL WORK SHALL BE FABRICATED AND INSTALLED
PER SMACNA STANDARDS.

MECHANICAL EQUIPMENT SCHEDULES

AC-1

SPLIT SYSTEM AIR HANDLER - CARRIER MODEL 39MN SIZE 40.

CU-1

CP-1

20,000 CFM AT 1.55" E.S.P., 4200' ALTITUDE, 20 HP HIGH EFFICIENCY MOTOR WITH
VARIABLE FREQUENCY DRIVE, FOWARD CURVED FAN WITH DRAW THRU
VERTICAL ORIENTATION, FAN BHP @ 13.2, R-13 DOUBLE WALL SEALED PANELS,
STAINLESS STEEL DRAIN PAN, 40.0 SQ FT 6 ROW 8 FPI INTERTWINED FULL DUAL
CIRCUIT COILS, 642 MBH TOTAL COOLING CAPACITY, 547 MBH SENSIBLE
COOLING CAPACITY, 42°F SAT. SUCTION TEMP, 124.8 °F SAT. COND. TEMP.,
83.25°F DB/63.94°F WB, 97°F AMBIENT AIR TEMP, (2) TXV'S, BOTTOM INLET, WITH
FILTER MIXING BOX, REAR RETURN AND TOP FRESH AIR INTAKE DAMPERS, 2"
ANGLE FILTER WITH 2" FMB PLEATED 25-30% FILTERS. PROVIDE PROGRAMMABLE
THERMOSTAT.

PROVIDE SMOKE DETECTOR IN UNIT.

DIMENSIONS: 9'-0"Lx10'-2"Wx13'-2"H
WEIGHT: 5880 LBS.
ELECTRICAL: 20 HP MOTOR, 230V/3d/60HZ @ 1800 RPM.

SPLIT SYSTEM CONDENSING UNIT - CARRIER WEATHERMASTER SERIES 38AH064.

OUTDOOR MOUNTED AIR COOLED CONDENSING UNIT, 42°F SAT. SUCTION TEMP,
124.8 °F SAT. COND. TEMP., 2 SEMI-HERMETIC COMPRESSORS, 2 INDEPENDENT
REFRIGERANT CIRCUITS, R-22 REFRIGERANT, WEATHERIZED STEEL CABINET,
CRANKCASE HEATERS, PROPELLER-TYPE CONDENSER FANS, AUTOMATIC RESET,
LOW SUCTION PRESSURE CUTOUT, LOW OIL PRESSURE CUTOUT, INTERNAL
OVERLOAD PROTECTION.

DIMENSIONS: 8'-3"Lx7'-5"Wx6'-7"H
WEIGHT: 3565 LBS.
ELECTRICAL: 230V/3@/60HZ, 246.4 MCA, 350 MOCP.

CONDENSATE PUMP: 110 GPH AT 20 FT. HEAD, PERMANENTLY LUBRICATED,

EPOXY COATED CAST ALUMINUM HOUSING, 1 GALLON ABS TANK, 1/2"
DISCHARGE, 1/12 H.P., 120/1/60, AUTOMATIC ON/OFF DESIGN.
MANUFACTURER: LITTLE GIANT

MODEL: 34C-ST

HFSArchitects

ARCHITECTURE
INTERIORS
PLANNING

1484 South State Street
Salt Lake City, Utah 84115
801-596-0691/F: 596-0693

www.hfsa.com

CONSULTANT

OLSEN & PETERSON

consulting engineers, inc.

14 East 2700 South, Salt Lake City, UT 84115
Phone: (801) 486-4646 Fax: (801) 467-2531

#117077
WAYNE

CLARK
PETERSON

HORTICULTURE
REMODEL

Utah State Fair Park

Salt Lake City, Utah
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»
\ %@Eg ggp;;lcéfo:r#%ﬁggé ‘4 A GENERAL ELECTRICAL NOTES:
#
AN A gl = 10 REMAN [/ P _EXITING NDERGROUND FEEDER L BURY ALL UNDERGROUND CONDUITS MINIMUM 24" BELOW FINISH GRADE WITH RED
10 SWITCH * AT CONFERENCE \\ ~ y TO ADMINISTRATION BUILDING l:égl\\l/ET!riélJé%wgﬁI;APE STATING "CAUTION - BURIED ELECTRICAL" 12 INCHES
CENTER 33 TO REMAIN \ /7 TO REMAN WATER BOX '
\ / J/ 2. USE GALVANIZED RIGID STEEL CONDUIT (GRC) FOR ALL CONDUIT THROUGH
\ e, GRADE AND ELBOWS IN PVC CONDUIT RUNS. CORROSION PROTECT GRC
\ e, CONDUIT IN ACCORDANCE WITH SPECIFICATION SECTION 16112,
/
\ S Sy . 3. COORDINATE ELECTRICAL SITE WORK WITH GENERAL CONTRACTOR, MECHANICAL
\ / CONTRACTOR AND LANDSCAPING CONTRACTOR. INSTALL UNDERGROUND
\ / n CONDUITS SUCH THAT CONDUITS WILL NOT BE DAMAGED BY SUBSEQUENT
G y INSTALLATION OF TREES AND SHRUBBERY, OR OTHER UNDERGROUND UTILITIES.
7
D VI / 4. COORDINATE INSTALLATION OF NEW ELECTRICAL SERVICE AND METERING WITH
7 P EXISTING FINE ARTS UNDERGROUND OUNER PRIOR TO BEGINNING WORK.
’ v FEEDER AND PANEL TO REMAN @
/', s 5. POWER OUTAGES TO THE EXISTING BUILDINGS WILL NOT BE ALLOWED EXCEPT AS of
SMISTING VENDOR FANEL D ) e DIRECTED BY OUNER SUBMIT REQUESTS FOR POWER OUTAGES TO THE OUNER S oL
2008 V, 36, TO REMAN / v MINIMUM SEVEN (1) DAYS PRIOR TO ANY PROPOSED POWER OUTAGES. DO NOT BV Y
. - TAKE ANY POWER OUTAGES WITHOUT OUNER'S PERMISSION. L ™ =
- .l: :'. / // M 1I"* o ¢ . T
W \ / P8 v o 6. FIELD VERIFY LOCATION OF ALL EXISTING UNDERGROUND UTILITIES PRIOR TO .
" e /4 W s W W e BEGINNING EXCAVATION. COORDINATE REQUIREMENTS WITH OUNER AND/OR
, P BLUE STAKES. r C I e C S
: . \ % - BONNEVILLE BUILDING
\ S e ARCHITECTURE
\ /
EXISTING UNDERGROIND _\, S/ e INTERIORS
FEEDER TO REMANN \ S -
/ e PLANNING
/
/
6" SEWER Y 14_84 South State
s — 35 SSMH w7 ; Salt Lake City, Utah 84115
SS A N .- 6" SEWER 801-596-0691/F: 596-0693
sl
EXISTING UNDERGROUND TO FEEDER J k SS ] www.hfsa.com
TO VENDOR PANEL AT WEST END OF CONSULTANT
YGRAND BUILDING TO REMAN \
|
T T
- ! KEYED NOTES: ELECTRICAL
T D MOUNT
e G SEE NEW SINGLE LINE DIAGRAM, SHEET E-60), FOR PRIMARY CONNECTION TO
EXISTING PANEL *, , PRIER T-5A - G T EXISTING TRANSFORMER. THOMAS & KOLKMAN ENG. CO. INC.
207208 v, 3, N\ 0 | 64 West 1700 South
NEMA 3R ENCLOSURE )\ == FIELD COORDINATE EXACT LOCATION OF NEW TRANSFORMER 'T-5A" WITH Salt Lake City, Utah 84115
| | EXISTING 4 %3/2, | *6 GND, / \O\ ARCHITECT PRIOR TO BEGINNING EXCAVATION FOR NEW TRANSFORMER PAD.
EXISTING UNDERGROUND L/J;:::‘ ==F=—____ 2" C, UNDERGROUND EXISTING METERING N 801-484-8161/ F. 484-3538
8ERVICE TO REMAN — [, ro1 TTESS=mmzaeo__ [ CABINETS 'A' ¢ 'B' EXISTIN \ RELOCATE AND RECONNECT EXISTING IRRIGATION SPRINKLER HEADS IN AREA
C s e prgh N OF NEW TRANSFORMER AS REQUIRED TO PROVIDE SPRINKLER COVERAGE C
EXISTING UNDERGROUND - ) =T TTTmm——e GAS METER N ACCEPTABLE TO ARCHITECT AND OUNER.
SERVICE TO GRAND BLDG — NEW 3 %4/0, 15 Kv SHIELDED, /- 777 m=SSSS ST N\
TO REMAN. | o N B D e EXISTING 4 00 KCM, | 2 GND, === _2 A& NS REPLACE EXISTING GRASS 50D WITH NEW SOD IN AREA OF NEW TRANSFORMER
N \ ' 4" C, UNDERGROUND () N AS REQUIRED TO RESTORE ORIGINAL CONDITION. DO NOT USE EXISTING $0D.
| DERGROUND N
| L EXISTING PAD MOUNT NEW & 500 KCM, NEW MAN PANEL ™M AN SAWCUT AND REMOVE EXISTING ASPHALT PAVING TO INSTALL NEW
-5 (2) 4" PYC, UNDERGROUND N UNDERGROUND CONDUIT. PROVIDE NEW ASPHALT PAVING AS REQUIRED TO
TRANSFORMER 'T-5 Roros v, 36
| ’ X = RESTORE ORIGINAL CONDITION.
| \-EXISTING GAS METER s N H 1
ASPHALT PARKING \ (&) REMOVE EXISTING UNDERGROUND FEEDER CONDUCTORS AND ACCESSIBLE
GRAND BUILDING : e \\ P_l CONDUIT ABOVE GROUND. CAP CONDUIT BELOW GRADE.
| . ®
| \ -
\ <
| \ ul
| | 3
| | N PROMONTORY
| /
| , S HALL HVAC
| PROMONTORY HALL /
| / UPGRADE
| ~
| > :
| ,/ Utah State Fairpark
| /
| / 155 North 1000 West
J ® Salt Lake City, Utah
/)
B -y - ¥ ¥V - - — - — — — 7T — — — — — [ — — — — — — — &\_:;//// B
MARK DATE DESCRIPTION
EXISTING 3 *4/0, 15 KV SHIELDED,
1 #4/0 THIN GND, 4" C, UNDERGROUND
TO TRANSFORMER AT STORAGE %24
TO REMAN,
/=
O DATE: 20 March, 2008
AGENCY PROJECT NO: 07211370
HFSA PROJECT NO: 0740.01
CAD DWG FILE NO: 0740 ES101.dwg
DRAWN BY: W.B.G.
CHECKED BY: R.GK.
DESIGNED BY: W.B.G.
N DWG TYPE: ELECTRICAL
ARCHITECTURAL PHASE:
/ CONSTRUCTION DOCUMENT BID SET
| - SHEET TITLE
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DEMOLITION KEYED NOTES: FIRE ALARM KEYED NOTES: : a" & J'.,F
REMOVE EXISTING SURFACE MOUNTED 4 FT, 4 LAMP FLUORESCENT EXISTING FIRE ALARM PULL STATION AND HORN TO REMAIN. - A
FIXTURE INCLUDING ALL ABANDONED WIRE, CONDUIT, BOXES, ETC. ] EXTEND EXISTING NOTIFICATION APPLIANCE CIRCUIT TO NEU O a
FIELD VERIFY EXISTING CIRCUIT. {# HORN/STROBE IN NEW MECHANICAL ROOM. &
‘ L
REMOVE EXISTING WALL MOUNTED FIXTURE INCLUDING ALL CEANEW 4 %4, 172" ¢ —4 PROVIDE NEW DUCT MOUNTED SMOKE DETECTOR ON NEW RETURN
B @ ABANDONED WIRE, CONDUIT, BOXES, ETC.. N N 1 T i -~ @ AIR DUCT. PROVIDE $AMPLING TUBES TO EXTEND FULL WIDTH OF N N | N ' 1 @
THE DUCT.
REMOVE EXISTING SINGLE POLE SWITCH INCLUDING ALL '
ABANDONED WIRE, CONDUIT, BOXES, ETC. f PROVIDE NEW FIRE SAFETY FUNCTION RELAY FOR FAN SHUT OF NEW
| AIR HANDLER AC-1. CONNECT TO VFD CONTROL CIRCUIT TO SHUT
REMOVE EXISTING DUPLEX RECEPTACLE INCLUDING ALL (FZ)NEW 2 #4 P DOUN FAN UPON GENERAL FIRE ALARM.
ABANDONED WIRE, CONDUIT, BOXES, ETC.. FIELD VERIFY EXISTING &
CIRCUIT. INSTALL CONDUIT EXPOSED ON WALL NEAR BOTTOM OF ROCF .
NEW 4 #4, STRUCTURE, APPROXIMATELY 26 FT ABOVE FLOOR. PAINT TO o e
D REMOVE EXISTING TELEPHONE OUTLET INCLUDING ABANDONED NAC-I, 172" C MATCH WALL. "
TELEPHONE CABLE TO POINT OF ORIGINATION. | - cOlNECT To AR | & -
= ’E 3 .l'h
EXISTING SURFACE MOUNTED MULTI-OUTLET ASSEMBLY OUTSIDE OF # HANDLER LIGHTS ¢ - F ke
NEW MECHANICAL ROOM TO REMANN. NEW 2 %4 IDC-2 (F2 M \J FIRE ALARM NOTES: FURNISHED WITH \:: MECH. ROOM \J o5 ff i,
2 44, FAN SHUT DOIN . THE EXISTING BUILDING 15 PROTECTED THROUGHOUT BY AN MANUAL AR HANDLER ’ IZZN i % . g7 L.
REMOVE EXISTING SURFACE MOUNTED MULTI-OUTLET ASSEMBLY IN 12" C TO FACP FIRE ALARM STSTEM WHICH 18 TO REMAIN OPERATIONAL BT ! b 1 o Fig N -
AREA OF NEW MECHANICAL ROOM WALL. ) [ = | THROUGHOUT THE CONSTRUCTION PERIOD. | N ———— | .
[T S S | I A (N Y B =<1 U [ 72250 I N IR Y AN 4
INSTALL NEW JUNCTION BOX AT EXISTING CONDUIT FROM FLOOR ! I R 2. SUBMIT REQUESTS FOR FIRE ALARM STSTEM OUTAGES TO THE I | H F M r C h I te C tS
SERVING EXISTING MULTI-OUTLET ASSEMBLY TO INTERCEPT OUNER'S PROJECT MANAGER NOT LESS THAN 1 DAYS PRIOR TO ANY F-|
XISTING STORAGE 4 EXISTING BRANCH CIRCUITS. RECONNECT EXISTING MULTI-OUTLET M [RIT LT 4 PROPOSED FIRE ALARM CUTAGES. IMMEDIATELY NOTIFY THE - AN T 4 ARCHITECTURE
| e ASSEMBLY WITH NEW WIRING IN 3/4" CONDUIT. I ] OUNER'S PROJECT MANAGER IF THE FIRE ALARM 15 UNINTENTIONALLY I ]
Slaels Ll | — 1 DISABLED AND IMMEDIATELY MAKE REPAIRS TO RESTORE THE L] || — 1 INTERIORS
| | SYSTEM TO AN OPERATIONAL CONDITION. |
3. THE CONTRACTOR SHALL MAINTAIN A FIRE WATCH DURING ALL FIRE PLANNING
ALARM SYSTEM OUTAGES IN ACCORDANCE WITH IFC SECTION 301.1.
1484 South State
K L 4. ANY WORK PERFORMED ON THE FIRE ALARM SYSTEM SHALL BE K L Salt Lake City, Utah 84115
@ @ APPROVED IN ADVANCE BY THE FIRE ALARM SYSTEM FACTORY @ 801-596-0691/F: 596-0693
REPRESENTIVE. CONTACT ADT SECURITY SYSTEMS AT (801) www.hfsa.com
199-5625.
@ EMOLITION PLAN D3 FIRE ALARM PLAN D5LIGHTING PLAN CONSULTANT
\_ JSCALE: /g" = T-0" o ¢ 16 SCALE: I/8" = -@" o__+ & 16 SCALE: I/8" = -@" o__#& s 5
ELECTRICAL
THOMAS & KOLKMAN ENG. CO. INC.
NEW 6" THICK CONCRETE PAD POUER KEYED NOTES: 64 West 1700 South
TO EXTEND MINIMUM 36" IN FRONT REMOVE EXISTING BUSH AND SHRUB AS REQUIRED TO ALLOW Salt Lake City, Utah 84115
OF NEW MAIN PANEL ™ INSTALLATION OF NEW MAIN PANEL ™' AND NEW CONCRETE PAD. 801-484-8161/ E. 484-3538
w (R EXISTING METERING CABINET 'A' (P4) Al ' )
E‘;ujzzg":‘/ F;ﬁNEL " ISTING METERING C INET REMOVE EXISTING IN-GROUND FLOODLIGHT. PROVIDE NEW CAST IRON
C NEMA 3R ENGLOSURE / R BINET B JUNCTION SIDEWALK BOX EQUAL TO O.Z. GEDNEY #rT-080806, MOINTED C
—— | FLUSH IN NEW CONCRETE PAD. EXTEND EXISTING UNDERGROUND
| | | | | | | 0 N A | : CONDUIT TO NEW JUNCTION BOX AND REPLACE EXISTING WIRING TO
- ~ 7 20208V, 3¢ ADJACENT FLOODLIGHTS AS REQUIRED. PROVIDE JUNCTION BOX WITH
| N [ T] [ T] [T [ T] [T [ T] r=thc-a le—gj;n;? CONDUIT HUBS AS REQUIRED FOR CONNECTION OF EXISTING CONDUITS.
e il L LT L LT LT LITF== =a_JCJl_h L] O o
EXISTING FIRE AL ARM a : v EXISTING IN-GROUND FLOODLIGHT TO REMAIN.
a1 | | | | | |  CONTROL PANEL FACP 1 ELECT\ 1| N-EXIST. PANEL B4 REMOVE EXISTING METERING CABINET 'A' INCLUDING FEEDERS, SEE
EXISTING 3P-400A FUSED | A—/——F—x 20RES V, 36 | EXISTING SINGLE LINE DIAGRAM, SHEET E-62.
— @ SAFETY SUITCH 'A' ———/ XISTING 3P-200A
EXIST. PANEL Al USED SAFETY SWITCH B! EXISTING METERING CABINET 'B' TO REMAIN. REMOVE EXISTING LINE
H 0008 V, 36 — — SIDE FEEDER AND RECONNECT TO NEW PANEL ™' SEE SINGLE LINE
, = GENERAL ELECTRICAL NOTES: STORAGE DIAGRAMS, SHEET E-60!.
© | L. LOCATIONS OF EXISTING ELECTRICAL EQUIPMENT, LIGHTING, SWITCHES, OUTLETS | EXOTING PEEDER AN |
. = ' e R  HGRTNG, ' ' BOX, BELOW PANEL "Al o EXISTING MAIN WATER SERVICE PIPE TO REMAIN. PROVIDE NEW
€ BRANCH CIRCUIT WIRING, ETC, ARE BASED ON FIELD OBSERVATION OF EXISTING CROUNDING ELECTEODE CONDUCTOR CONNECTION 10 NEW MAIN PANEL
a1 SURFACE CONDITIONS. FIELD VERIFY EXISTING LOCATIONS AND CIRCUITING AND EXIST. PANEL 'A2} GF
, e M' AND EXTEND TO STEEL BUILDING STRUCTURE AT TOP OF ADJACENT
IMMEDIATELY NOTIFY THE ARCHITECT OF ANY DISCREPANCIES WHICH MAY 201208 V, 3¢ 55 UL DNG COLUMN. SEE NE SINGLE LN DIAGRAM, SHEET E-Go PROM ONTO RY
a1 ADVERSELY AFFECT COMPLETION OF THE WORK. - : ' '
&) .
af 2. DEMOLITION PLAN IS SHOUN FOR|CONTRACTORS REFERENCE ONLY. FIELD | STARTER/CONTROL PANEL FURNISHED WITH CONDENSING UNIT CU-1. HALL HVAC
& VERIFY QUANTITIES AND LOCATIONS OF ALL EXISTING MATERIAL AND EQUIPMENT NSTALL CONDUIT UNDERGROUND FROM SAFETY SUITCH TO G- SALCLT
o TO BE REMOVED. REMOVE ALL ABANDONED WIRING, CONDUIT, BOXES, OUTLETS, REMOVE. AND, REPAS EISTING ASPUALT EAVING AS FEQUIRED UP GR ADE
WOMEN FIXTURES, EQUIPMENT, ETC, WHETHER SPECIFICALLY SHOUN OR NOT. ' :
1221 . PROVIDE 120 YOLT CIRCUIT A3-28 TO NEW TEMPERATURE CONTROL
1 ir=—nnelln D 7 vy e atad st iy oo o e - S - - - - - I S el @ PANEL FURNISHED BY MECHANICAL CONTROL. FIELD VERIFY LOCATION :
BRANCH CIRCUITS OR FEEDERS T0 EXISTING EQUIPMENT TO REMAN, PROVIDE Utah State Fairpark
CORRIDOR NEW CONDUIT AND WIRING AS REQUIRED TO RECONNECT THE EXISTING WITH MECHANICAL CONTRACTOR
EQUIFTENT. EXTEND 1200 VOLT CIRCUIT A3-28 TO NEW CONDENSING UNIT CONTROL 155 North 1000 West
' EXHIBIT HALL PANEL. PROVIDE SAFETY SWITCH WITH 120 VOLT ELECTRICAL INTERLOCK ,
AL [T 40 sUmen FEOD i seuN e e o S O oG coned, CRET Ui FolER CADIEToR Salt Lake City, Utah
\ “> = |
ENTRANCE ) PI3 DISFOSED OF BY THE CONTRACTOR AS DIRECTED BY THE OUNER P~ INSTALL CONDUIT THROUGH EXTERIOR WALL INTO BACK. OF ENCLOSURE
B [io4 ] 5. COORDINATE FIXTURE LOCATIONS WITH ARCHITECT'S REFLECTED CEILING PLAN, D e S e SO varen
CEILING CONTRACTOR, BUILDING STRUCTURE, MECHANICAL EQUIPMENT ¢ (PR) M-I, 3P-350A ETERIoR DAL
: DUCTWORK. LOCATIONS, ETC. o ' -
b 13*94259%3:1&: INSTALL CONDUIT EXPOSED ON WALL NEAR BOTTOM OF ROCF MARK DATE DESCRIPTION
| 6. COORDINATE MECHANICAL EQUIFMENT LOCATIONS WITH MECHANICAL PLANS | '
STRUCTURE, APPROXIMATELY 26 FT ABOVE FLOOR PAINT TO MATCH
CONCESSION AND MECHANICAL CONTRACTOR. M5 3R-1D0A E= DAL
e - e - = - = —— — - = 0 = —— - ——— = T — —— — ] — —— = g - — | — @ '
3%,1% GND, I-1/4" C
T. UHERE BRANGH CIRGUT {OMERI NDICATE UIRE SIZES, THE BRANCH CIRCUT REMOVE ELECTRICAL SERVICE 10 EXISTNG EVAORATIVE COOLER
' B INCLUDING ALL ABANDONED WIRING, CONDUIT, BOXES, CONTROLS, ETC.
A3-28,2 #2, ! , : , :
CORRIDOR 8. PROVIDE AN INSULATED GREEN EQUIPMENT GROUND CONDUCTOR IN ALL NEW A3-4042,2 #2, . ) FIELD VERIFY EXISTING CIRCUIT.
RACEWAYS WHETHER SPECIFICALLY NOTED OR NOT. | 42 GND, 3/4" C
Iy ~
a 9. TAKE ALL PRECAUTIONS NECESSARY TO AVOID DAMAGE TO THE EXISTING =
= BUILDING. REPAIR ALL DAMAGE|INCURRED BY DEMOLITION AND NEU
MEN q CONSTRUCTION TO EXACTLY MATCH SURROUNDING SURFACES AND/OR P2
o| [ee o CONDITIONS WITHOUT ADDITIONAL COST TO THE OUNER. COORDINATE REPAIRS 1S
’ q WITH THE GENERAL CONTRACTOR it «.‘ DATE: 20 March, 2008
o - =0 -
— XISTING AGENCY PROJECT NO: 07211370
i IR
© T B! | DRIVEWAY - HFSA PROJECT NO: 0740.01
= < | TYPICALl | U] CAD DWG FILE NO: 0740 E-101.dwg
(N I e A B i L (P DRAWN BY: W.B.G.
o ———— NEW VFDI, 20 HP, *i- ---------------------------- i QQN‘ (ED
/25 1 T 208 V, 3¢ S | ol e 1 P CHECKED BY: RGK.
R h I o e T e S n ay O DESIGNED BY: WB.G.
| L] L] | : : | | | L] L] DWG TYPE: ELECTRICAL
ARCHITECTURAL PHASE:
4 A N CONSTRUCTION DOCUMENT BID SET
SHEET TITLE
A O N0, © ® (&) (® @ () (D ® A

\POWER

SCALE: I/8" =

III_=;I"_AN __ @

ELECTRICAL PLANS

E-101

SHEET 2 OF 4 (ELECT)




T 7 3 3 5 > T
“F d
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. | N
FIXTURE SCHEDULE EQUIPMENT SCHEDULE it A4
e
SYMBOL [MANUFACTURER  [CATALOG NO. DESCRIPTION LAMP EQUIP. CIRCUIT WATTS STARTERS AUX. L/
F-1 |COLUMBIA CSR4-232-5/-EU 8 FT, 2 LAMP ROW, TANDEM, SURFACE MOUNTED INDUSTRIAL 2F3278/TL835 No. |PRRTTY wrpes | BT e | PR pRisdietaL siE | con. TN
DAY-BRITE [A232-UNV-1/2-EB101 FLUDRESCENT STRIPLIGHT WITH OPEN REFLECTOR AND ONE 4 LAMP, AC-1 || SFPLIT SYSTEM AIR HANDLER M5 | 208 | 3 | 20HP | 3P-I00A | E E | VFD | 2NO. [MECHANICAL ROOM
LIGHTOLIER KW4A232-UNV-HI <107 THD ELECTRONIC BALLAST 2NC.
LITHONIA LA232-MVOLT-GEB10IS U | SPLIT STSTEM CONDENSING UNIT M4 | 208 | 3 | 203 [3P-32A| M | M | M - |oursipE
LSI F20-232-SS010-U-UE AMPS
METALUX [A-232-UNV-EB8I 5| CONDENSATE FUMP A3-42 | o | 1 |mHP| P-BA | E | E | $m | - |MECHANICAL ROOM
Y
"> PROVIDE 2 EACH SPARE LAWPS FOR EXTRA MATERIAL STOCK E - ELECTRICAL CONTRACTOR i
: : M - MECHANICAL CONTRACTOR >
J!u
£
"
Vg y
= 1'-* ; IE‘ a2 I!r Mﬁ Fi #‘
f
SINGLE LINE KEYED NOTES. HFSArchitects
(1) EXISTING ELECTRICAL EQUIPMENT TO REMAIN.
ARCHITECTURE
EXISTING FEEDER TO REMAIN. SHOWN FOR REFERENCE ONLY.
INTERIORS
REMOVE EXISTING FEEDER CONDUCTORS AND ACCESSIBLE CONDUIT ABOVE
GRADE. CAP CONDUIT BELOW GRADE AND ABANDON IN PLACE. PLANNING
PROVIDE NEW ENGRAVED NAME PLATE FOR EXISTING FEEDER BREAKERS TO 1484 South State
EXISTING 3 *4/0, 15 KV SHIELDED, EXISTING 3 *4/0, 15 KV SHIELDED, EXISTING 3 *4/0, 15 KV SHIELDED, EXISTING 3 *4/0, 15 KV SHIELDED, NEW 3 %4/, 15 Ky SHIELDED INDICATE "SPARE Salt Lake City, Utah 84115
| #4/@ THUN GND, 4" PVC, UNDERGROUND | #4/@ THUN GND, 4" PVC, UNDERGROUND | #4/@ THUN GND, 4" PVC, UNDERGROUND | #4/@ THUN GND, 4" PVC, UNDERGROUND ’ ’ 801-596-0691/F: 596-0693
' / ' ' ' / ' ' | %4/0 THIN GND, 4" PVC EXISTING SERVICE 'B' METERING CABINET WITH POWER DISTRIBUTION BLOCKS
TO TRANSFORMER AT STORAGE #®24 T ITCH #4 AT NF N NT TO TRANSF AT STORAGE %4 T ITCH #*4 AT NF N NT ’ i
O TRANSFORMER AT STORAGE o sWITC CONFERENCE CE Eiz—> O TRANSFORMER AT STORAGE o sWITC CONFERENCE CE Eiz _ [ CONCRETE ENCASED, UNDERGROUND AND METER TO REMAN. www.hfsa.com
________ 5 S _
| | ¢ (&) REMOVE EXISTING SERVICE 'A' METERING CABINET COMPLETE. SALVAGE CONSULTANT
I I EXISTING METER AND CURRENT TRANSFORMERS FOR OUNER.
r—T1T T 1
o I | REMOVE EXISTING ELECTRICAL SERVICE GROUNDING ELECTRODE ELECTRICAL
| Lo ooo 5 | | o ° CONDUCTORS, CONDUITS, ETC, COMPLETE. FIELD VERIFT REQUIREMENTS. THOMAS & KOLKMAN ENG. CO. INC.
| L | | L |~—EXISTING TRANSFORMER 'T-5" 200ALBOR | . \EW TRANSFORMER 'T-BA
| %75 | | } | 500 KVA, 24101200 V, 34, 4, UTE - 225 KvA, 24101200 V, 36, 4U, WYE EXISTING FEEDER TO REMAN. 64 West 1 7(_)0 South
T o a. TO 120208 V, 3¢, 4, WYE, 228% Z TO 1201208 V, 3¢, 4, WYE, 2.00%
| ‘3 [=—EXISTING TRANSFORMER '7-5 | ‘3 | , 100A BACKUP : z (2) REMOVE EXISTING FEEDER CONDUCTORS. EXTEND AND CONNECT EXISTING 4" Salt Lake City, Utah 84115
| o | 500 KVA 2410/1200 V, 3¢, 4V, UTE | o @D, - CONDUIT TO NEW PANEL M FOR NEW CONDUCTORS TO EXISTING SAFETY 801-484-8161/ F. 484-3538
| —_( : | TO 120208 V, 3¢, 40, UYE, 228% Z | —_( : | SWITCH 'A'.
| ! ~—C1) | . | NEW *4/@ BC. TO GROUND
o eded et st | US| e s A G e 0 (@) et 14 450" x o 5 SOl COVER BN OSURE 0 RAN
| DGR | | XM | ' (Y (M PRIMARY BUS AND ESTIMATED 2.0% Z, FOR FULLBOX FOR NEW FEEDER CONDUCTORS.
N e
: i : \I : EXISTING 16 500 KCH, : i : WI : | otz o) Sl e AT TRANSTORMER SECONDARY () REMOVE EXISTING POUER DISTRIBUTION BLOCKS FROM EXISTING ENCLOSURE.
- (4) 4" C UNDERGROUND - -
L T+——— - TO GRAND BLDG TO REMAIN e +T——— - REMOVE EXISTING FEEDER CONDUCTORS. EXISTING CONDUIT TO REMAIN FOR
| L . 44— SEE EXISTING SINGLE LINE DIAGRAM NEW CONDUCTORS.
| Ll NEW & %00 KCM, (2) 4" PVC, EXISTING FUSED SAFETY SWITCH FOR PORTABLE DIMMING SYSTEM, OR SIMILAR
*_E;'if'“éﬁug “5@2 'ﬁ] UNDERGROUND PORTABLE EQUIPMENT, TO REMAIN. REMOVE EXISTING NAMEPLATE INDICATING
10 REI“IAINDER ROP SERVICE DISCONNECT AT GRAND BUILDING. PROVIDE NEW ENGRAVED
I NAMEPLATE TO INDICATE "DISCONNECT 'A' - 120/208 v, 3¢", ETC, AS REQUIRED
| FOR SWITCH DESIGNATION.
| EXISTING DISTRIBUTION PANEL % (1) NEW MAIN PANEL ™
| 1200 AMP, 1201208 V, 3¢ D RREREL EIERNG SECTIN 200 AP, 1207208 v, 3¢ REMOVE EXISTNG PANELBOARD MAN BREAKER. PROVIDE NEW 20 GAUGE
| NEMA 3R ENCLOSURE NEMA 3R ENCLOSURE STEEL PLATE TO CLOSE OFENING IN DEAD FRONT COVER. PROVIDE NEW MAIN
r-——————— — — — — — — — — ——— ——— —— — — — — — — — — - 18570 SCA LUGS SUITABLE FOR CONNECTION OF NEW FEEDER CONDUCTORS. REPLACE
! | ’ EXISTING BRANCH CIRCUIT BREAKERS WITH NEW BREAKERS RATED FOR PROMONTO RY
| | TANBRCR | 2000 AlC, SEE PANEL SCHEDULE, SHEET E-602.
|\, 3P-1000A | 1205
T T e . S vl 2 5+ o 6 7 8 9 10 0 12 13 1 EXISTING PANEL 'B4' MAIN BREAKER AND BRANCH BREAKERS SERIES RATED HALL HVAC
R N L I BT B B BT R MAN BRK S AS w w A% w PR RS A AR m w PR PSS FOR 22000 AIC. TO REMAN
o8 8 g s (e s {2 {8 {8 §{8 510 6D 8008 s (88 4 (o8 (s (§(s(§ 8 § (58
| 0 0 o fo 7R Y% fd Y% %o 74 fd 74 | / l-1/2" € — ) o o 0 0 o 0 o 0 o N 0 ¢ 0 EXISTING PANELBOARD TO REMAIN. REMOVE EXISTING NAMEPLATE U PG RADE
| s s e & & & & & | . N . a9 a0 o o R m & INDICATING SERVICE DISCONNECT AT GRAND BUILDING. PROVIDE NEW
- -4 —— TR ENGRAVED NAMEPLATE TO INDICATE "PANEL 'Al' - 20208 V, 3¢", ETC, AS .
o I R T 3/2 GND, v o REQUIRED FOR PANEL DESIGNATION. Utah State Fairpark
M e I 1 g oo o oly ol FRve P
olf old Vg © u|§ % Y, w@ % 1 1 1 0 REMOVE EXISTING TRANSFORMER BUSHING WELL INSERTS. PROVIDE NEW 155 North 1000 West
N9 2 M2 o8 % o g am an DG STEEL UATED MAN D) ot x o 0 | & 2004, 15 KV, ROTATABLE FEEDTHRU BUSHING INSERTS FOR CONNECTION TO
o go o2 o on 8 Sy =2 oM N e %) NEC TommatAXD AN 0 of & o o g o NEW TRANSFORMER. RECONNECT EXISTING CABLE LOAD BREAK ELBOUS. Salt Lake City, Utah
S5 &3 9@ & S o T T NB 25050 AxS) % =N & =N =N G G PROVIDE NEW LOAD BREAK ELBOWS FOR NEW MEDIUM VOLTAGE CABLE. ’
N NOT| Nz » RSN - -_I — % = -_I -~ 0| a) 0| 0| S E
g)::z: i::z[J glg s o 5 é::z: é:% §::z: o & & & & 4 3 NEW LOAD BREAK ELBOW TERMINATIONS FOR NEW MEDIUM VOLTAGE CABLE.
ﬂ:% 2:% ﬂ:g, Siin ﬂ:% Sk §:% §I§—Z §:% P 4 o o s Sl é PROVIDE NE CONDUT THROUGH EXISTING EXTERIOR UALL FROF NEU PAEL
z < — X > X X ™' TO EX G PULLBOX.
\ZSI% \ZSI% \Z'JIE %} y \ZSI% : y ﬂ-‘|% g ﬂ-‘|% f: ﬂ E ﬂ ﬂ £ %’ :‘: MARK DATE DESCRIPTION
= = = = = =1L =
55 5> ST by 5> by 5 HE HE > s 3| 3| = a2 o INSTALL NEW CONDUIT FROM NEW PANEL M’ TO BUILDING INTERIOR A LOW AS
TSI TSI SR RN NS 1L BN PSR SR 2 2 2 2 2 Zn 2 POSSIBLE TO MINIMIZE AMOUNT OF EXPOSED CONDUIT ON BUILDING EXTERIOR
I I I I I PAINT EXPOSED CONDUIT TO MATCH BUILDING.
|
|
PROVIDE SAFETY SWITCH WITH 120 VOLT, 15 AMPERE ELECTRICAL INTERLOCK
. TO DISCONNECT CONTROL CIRCUIT WITH POWER CONDUCTORS.
‘ ’ ] —(220)— (19) o e +—202)
- — — — —
I
: |
|
I SERVICE B' __ sERVICE ‘A L
ek oo B I i N DATE: 20 March, 2008
- Iy S Y Iy
| S | L SO | LS | S | L2 AGENCY PROJECT NO: 07211370
| l | | [ | | | :
16,400 SCA HFSA PROJECT NO: 0740.01
| I:l o & T d-NEW 3 %, 4-NEW 3 400 KCM,
Le ———- L L 148 GND, 1-/4" C 1% GND, 3" C CAD DWG FILE NO: 0740 E-601.dwg
| T*.EE'ZTI'R‘? j" ﬂz@@, (2) | DRAWN BY: W.B.G.
T 4+ —EXISTING 4 #3/0, = ' $—EXISTING 4 $3/0, A3-28, CU-1 CHECKED BY: R.GK.
] I ] r—r 1 1T — — — — — — 7 [~ !
| 1% GaND, 2" C | | % GND,2"C I 9,960 SCA CONTROL CIRCUIT DESIGNED BY: W.B.G.
: E—— :"" I G S T - 1 : : : we[ |t DWG TYPE: ELECTRICAL
| i o i i | NEW 4 *3/0, 1% GND, A R . F ARCHITECTURAL PHASE:
| e 4 w0 AL NG 850, EXSING 4940, FEXSING 450, AEXISTNG 440, | EXBTNG 2 C N AN 4 %00 KM W 4 %4101 % GND, B 4 /0,1% GND, 4-NEW 4 %40, % GAD, CONSTRUCTION DOCUMENT BID SET
| | % GND, 2" C Z | 18 GND, 4" C | #4 GND, 2-112" C | 1% GND, 2" C | 1% GND, 2-12" C I ] %2 GND,EX 4" C EXISTING 2-1/2" C EXISTING 2" C EXISTING 2-112" C ‘*II\IEIU ;N;‘I@@ ke, SHEET TITLE
S — - | | | I .
1 = B = = v 4 4 4 4 - "
|/ j'_ 15,570 SCA\JI 12,955 SCA~ T-{(12)17+360 SCA 17,000 SCA 16,575 SCA 16,540 SCA 4095 SCA 9,355 SCA~ | #2822 C
|_j}’_| '_—/J<[——I I_J ] '_—:?<[——I | — <[_ '_—;J<[——I [ l__<[__| |_(__| — =N\ - 1 | i W I | — =N\ - 1 J
/ | S '/ I | S | PR / | S '/ | | | | | |
S O § | Lo i Gor— § | o= 8 | o= & ] B § L ] @ @S EREY | ~—NEW VFDI, ~—COND. UNIT STARTER/CONTROL
NS o O ls 4 o o O o () ls 4 &I v O ls 4 JI 20 HP, PANEL FURNISHED WITH
|Qch Q| I oo NERSY I « I oo I « 1Qch Q| I oo |19 Q| I I I I I I 208 V, 3¢ CONDENSING UNIT
NS N N N
ca ca C, C,
| 5 I I | 5 I I I I I I | | I I | | I I I I I I
L~ I I L~ I I I I I I L~ I I L2 I I I I I I
I — | e — e — I | I | I | I | e —
EX. SWITCH 'B' EX. PANEL 'B4'  EX. SWITCH 'A Ex. PANEL ‘Al EX. PANEL 'A2' EX. PANEL 'A3' EX. SWITCH 'B' EX. PANEL ‘B4 EX. SWITCH 'A' Ex. PANEL ‘Al EX. PANEL 'A2' EX. PANEL 'A3' AIR HANDLER AC-! COND. UNIT CU-I
201208 v, 3¢ 1201208 V, 3¢ 201208 v, 3¢ 201208 v, 3¢ 1201208 v, 3¢ 20108 v, 3¢ RoNos v, 3¢ 1200208 V, 3¢ 120208 v, 3¢ 120208 v, 3¢ 20108 v, 3¢ 1201208 V, 3¢ 20 HP, 208 v, 3¢ 2203 AMP, 208 V, 3¢
A EXISTING SINGLE LINE DIAGRAM A3 NEW SINGLE LINE DIAGRA
HEMATI HEMATI
1 ScHEmATIC 2 3 ScHEMATIC 4 : SHEET 3 OF 4(ELECT)




SYMBOL LIST
SYMBOL DESCRIPTION
O NEW CEILING MOUNTED FIXTURE
O] NEW FLUORESCENT FIXTURE
@) EXISTING CEILING MOUNTED FIXTURE
KO EXISTING WALL MOUNTED FIXTURE
X33 EXISTING FLUORESCENT FIXTURE
$ NEW SINGLE POLE SWITCH
$e EXISTING SINGLE POLE SWITCH
@) NEW JUNCTION BOX
& NEW DUPLEX CONVENIENCE OUTLET
[—————=—=4J) | EXISTING SURFACE MOUNTED MULTI-OUTLET ASSEMBLY
=Jed QUTLET WITH GROUND FAULT CIRCUIT INTERRUPTER
€ EXISTING DUPLEX CONVENIENCE OUTLET
<3 EXISTING TELEPHONE OUTLET
— NEW POWER PANELBOARD, 120/208 YOLT, 3 PHASE
£=3 EXISTING POWER PANELBOARD, 120/208 VOLT, 3 PHASE
T NEW TRANSFORMER
(T EXISTING TRANSFORMER
A-1352 NEW 3 PHASE, 4 WIRE HOMERUN INDICATING PANEL AND CIRCUIT NUMBERS
—~— | NEW BRANCH CIRCUIT CONCEALED IN WALL OR CEILING
~-7 T - | NEWBRANCH CIRCUIT CONCEALED IN FLOOR OR WALL
—~—— "7~ | NEWBRANCH CIRCUIT EXPOSED ON WALL OR CEILING
~— 7 T =< | EXISTING BRANCH CIRCUIT
@ NEW MOTOR
= NEW MAGNETIC MOTOR STARTER OR CONTROL PANEL
ChF NEW DISCONNECT SWITCH, F' INDICATES FUSED
$m NEW MANUAL MOTOR STARTING SWITCH W/ THERMAL OVERLOAD PROTECTION
) EXISTING MOTOR
CU- EQUIPMENT SCHEDULE $YMBOL
F-2 FIXTURE SCHEDULE SYMBOL
KEYED NOTE $YMBOL
DETAIL NUMBER OR SECTION LETTER
&) SHEET ON WHICH DETAIL OR SECTION 1§ SHOUN
£=s3 EXISTING FIRE ALARM CONTROL PANEL
] EXISTING FIRE ALARM PULL STATION
L K3 EXISTING FIRE ALARM HORN
BK] NEW FIRE ALARM HORN/STROBE INDICATING MINIMUM EFFECTIVE CANDLEPOWER
B NEW FIRE ALARM HORN/STROBE DUCT MOUNTED SMOKE DETECTOR
R] NEW FIRE ALARM FAN SHUT DOUN RELAY
we INDICATES ITEM IN WEATHERPROOF (NEMA 3R MINIMUM) ENCLOSURE

NOTE6

. COORDINATE PAD DIMENSIONS WITH TRANSFORMER

SUPFLIED FOR PROJECT. CONCRETE TO EXTEND

MINMUM &" BEYOND THE TRANSFORMER

3/4" x 12'-@" COPPER GROUND RODS,
DRIVEN NOT LESS THAN 8 FT INTO EARTH,
SPACED MINIMUM & FT APART (TYPICAL)

*4/@ BC. GROUND CONDUCTOR
/ MINUMUM 12" BELOW GRADE (TYF)
EXOTHERMIC WELD TO GROUND ROD

| 3" CLEAR
(TYPICAL)

<—|—CONCRETE PAD IN ACCORDANCE
| WITH DIVISION 3 SPECIFICATIONS

2. SEE ELECTRICAL SITE PLAN, SHEET ESIQ|, FOR SIZES
AND LOCATIONS OF UNDERGROUND CONDUITS TO
TRANSFORMER PAD.

r— T T T T T T T T T i
I ,

® *4 REBAR AT 12"t ON CENTER EACH
ST Kt e st it st Bt NAR - % >_|FuJA~r WITH BENT BARS CONTINUOUS
| :_ _:_ _:_ _j__ o1 M | AROUND PERIMETER OF BLOCKOUT.
[ e \ N
R s N
5 | |Fz#=+-1 O Helellunl WE
L2772 N 7 N O e i § A P
| R R Jr___l_____l_—'___L___:F R 2
- Vi PROVIDE 6" DIAMETER STEEL PIFE,
¢ _‘_  A—ra—re i"f/‘_ 3 CONCRETE FILLED BOLLARD WHERE
o TRANSFORMER 15 LOCATED IN AREA
O SUBJECT TO VEHICULAR TRAFFIC.
TYPICAL EACH SIDE OF TRANSFORMER
A SCALE: 3/8" = I'- P

il

J)

EXISTING PANEL ‘B4

SQUARE D TYPE ‘Q0° LOAD CENTER

22,000 A I.C. SERIES RATED x
1207208 VOLT, 3 PHASE, 4 WIRE

EXISTING PANEL ‘A1’
SQUARE D TYPE ‘ NQOB’

22,000 AILC. FULLY RATED =
1207208 VOLT, 3 PHASE, 4 WIRE

3 POLE 200 AMP ‘KDL’ MAIN BREAKER ¥ SURFACE MOUNTED 3 POLE 225 AMP MAIN LUGS + SURFACE MOUNTED
CIR| BRKR NO. [ ND. [ CIRCUIT PHASE LOAD - VA CIRCUIT | NO. | NO, BRKR [CIR| [CIR| BRKR N, | NO. [ CIRCUIT PHASE LOAD - VA CIRCUIT | ND. | NI, BRKR
ND. [P [amps | DESLRIPTION LTS|REC| LDAD | PHASE A | PHASE B | PHASE C | LOAD |Rec|Lts|PESCRIPTION PTaMPS|ND.| | NO. [P [awps|PESCRIPTION LTS|REC| LOAD | PHASE A | PHASE B | PHASE C | LOAD |Rec|LTs|PESCRIPTION P AMPS
1 |1] 20 |FLOOR BOX #1 0 FLOOR BOX #2 IIERE 1 [1] 30 |HOUSE LIGHTS 0 EXISTING - VERIFY # 1] 20
3 FLOOR BOX #1 0 FLOOR BOX #2 4 3 HOUSE LIGHTS 0 EXISTING - VERIFY # 2| 20
5 FLOOR BOX #1 0 FLOOR BOX #2 6 5 HOUSE LIGHTS 0 - o
7 FLOOR BOX #1 0 FLOOR BOX #2 8 7 HOUSE LIGHTS 0 EXISTING - VERIFY # 1] 20
9 FLOOR BOX #3 0 FLOOR BOX #4 10 9 HOUSE LIGHTS 0 EXISTING - VERIFY #
11 FLOOR BOX #3 0 FLOOR BOX #4 12 11|1] 30 |EXISTING - VERIFY # 0 EXISTING - VERIFY #
13 FLOOR BOX #3 0 FLOOR BOX #4 14 13 [2| 30 |EXISTING - VERIFY # 0 EXISTING - VERIFY #
15 FLOOR BOX #3 0 FLOOR BOX #4 16 15— - |- 0 EXISTING - VERIFY #
17 FLOOR BOX #5 0 FLOOR BOX #6 18 17 [ 1| 20 |EXISTING - VERIFY # 0 EXISTING - VERIFY # 1] 20
19 FLOOR BOX #5 0 FLOOR BOX #6 20 19 |3 | 20 |EXISTING - VERIFY # 0 EXISTING - VERIFY # 100
21 FLOOR BOX #5 0 FLOOR BOX #6 22 21 - - |- 0 - o
23 FLOOR BOX #5 0 FLOOR BOX #6 24 23~ - |- 0 - iy
25 FLOOR BOX #7 0 FLOOR BOX #7 26 25 [3| 20 |EXISTING - VERIFY # 0 EXISTING - VERIFY # 3| 50
27 FLOOR BOX 47 0 FLOOR BOX 47 28 27 - - |- 0 - - -
29 (1] 20 |SPARE 0 SPARE 1] 20 |30 29 (- - |- 0 - iy
311 SPACE 0 SPACE 1 32 31| 1] 20 |EXISTING - VERIFY # 0 EXISTING - VERIFY # 1] 30 |32
33 0 34 33 [1]| 20 |EXISTING - VERIFY # 0 FLECTRONIC SIGN # 2| 60 | 34 H F rC Ite CtS
35 0 36 35 [1]| 20 |EXISTING - VERIFY # 0 - -1 = |36
37 0 38 37 [1]| 20 |EXISTING - VERIFY # 0 EXISTING - VERIFY # 1] 30 |38 ARCHITECTURE
39 0 40 39 [1]| 30 |EXISTING - VERIFY # 0 EXISTING - VERIFY # 1] 30 | 40
411 SPACE 0 SPACE 1 42 411 SPACE SPACE 1 42 INTERIORS
0 0 0 0 0
TOTAL NEW CONNECTED LOAD: 0V 0 ANPS FEEDER: 4 #3/0, 1 #6 GND, 2' C TOTAL NEW CONNECTED LOAD: 0V 0 ANPS FEEDER: 4 #4/0, 1 #4 GND, 2-1/2 C PLANNING
CALCULATED FEEDER DEMAND, NEC 220: 13,889 VA 39 AMPS  (SEE DEMAND CALCULATION) CALCULATED FEEDER DEMAND, NEC 220: 28,846 VA 80 AMPS  (SEE DEMAND CALCULATION) 1484 South State
Salt Lake City, Utah 84115
NOTE S: NOTES: 801-596-0691/F: 596-0693
x EXISTING PANELBOARD AND MAIN BREAKER SERIES RATED FOR 22,000 A. I C. TO REMAIN, SCHEDULE SHOWN FOR REFERENCE ONLY. % REPLACE ALL EXISTING BRANCH CIRCUIT BREAKERS WITH NEW SQUARE D TYPE /QOB-VH' BREAKERS RATED 22,000 A I.C.
+ REPLACE EXISTING 3P-225A MAIN BREAKER WITH NEW MAIN LUGS SUITABLE FOR ATTACHMENT OF NEW FEEDER CONDUCTIRS. www.hfsa.com
# FIELD VERIFY EXISTING CIRCUIT AND INCLUDE ON NEW TYPEWRITTEN CIRCUIT INDEX. CONSULTANT
NEW MAIN PANEL ‘M’ NEMA 3R ENCLOSURE 25,000 A 1.C. FULLY RATED EXISTING PANEL ' A2/ 22,000 AIC. FULLY RATED #
TYPE * QED’ CUSTOMER METERING WITH DIGITAL METER 120/208 VOLT, 3 PHASE, 4 WIRE SQUARE D TYPE ’ NQO' 120/208 VOLT, 3 PHASE, 4 WIRE ELECTRICAL
3 POLE 800 AMP MAIN BREAKER NEMA 3R ENCLOSURE - SURFACE MOUNTED 3 POLE 225 AMP MAIN LUGS + SURFACE MOUNTED THOMAS & KOLKMAN ENG. CO. INC.
CIR| BRKR NO. [ ND. [ CIRCUIT PHASE LOAD - VA CIRCUIT | NO. | NO, BRKR [CIR| [CIR| BRKR N, | NO. [ CIRCUIT PHASE LOAD - VA CIRCUIT | ND. | NI, BRKR |CIR
ND. [P [amps | DESLRIPTION LTS|REC| LDAD | PHASE A | PHASE B | PHASE C | LOAD |Rec|Lts|PESCRIPTION PTaMPS|ND.| | NO. [P [awps |PESCRIPTION LTS|REC| LOAD | PHASE A | PHASE B | PHASE C | LOAD |Rec|LTs|PESCRIPTION sTavps no | | 64 West 1700 South
1 [3] 60 [SPARE 0 SPARE 3]100] 2 1 [2] 30 [EXISTING - VERIFY # 0 EXISTING - VERIFY # AIERE Salt Lake City, Utah 84115
- 0 - |- IRIENE 0 EXISTING - VERIFY & |- - [4| | 801-484-8161/ F. 484-3538
- - 0 - - 5 [1]| 20 |[EXISTING - VERIFY # 0 EXISTING - VERIFY # 1| 20 | 6
3 3] 100 |SPACE 0 SPACE 100 | 4 7 [1] 20 [EXISTING - VERIFY # 0 EXISTING - VERIFY # 1130 | 8
NEE 0 - - 9 [1]| 20 |EXISTING - VERIFY # 0 EXISTING - VERIFY # 1] 30 | 10
T - |- 0 - - 11|1| 30 |EXISTING - VERIFY # 0 EXISTING - VERIFY # 1] 30 |12
5 3] 100 |AIR HANDLER AC-1 7,455 7,455 SPACE 100 | 6 13 [ 1| 30 |EXISTING - VERIFY # 0 EXISTING - VERIFY # 1] 20 | 14
T - |- 7,455 7,455 . . 15 [ 1] 30 |EXISTING - VERIFY # 0 EXISTING - VERIFY # 16
T - |- 7,455 7,455 . ) 17 [1]| 20 |EXISTING - VERIFY # 0 EXISTING - VERIFY # 18
7 3] 200 [PANEL ‘B4’ & SWITCH ' B’ 0 0 0 PANEL ' AL’ 225 | 8 19 | 1| 30 |EXISTING - VERIFY # 0 EXISTING - VERIFY # 20
= = |THRU METER CABINET 'B' 0 0 0 - - 21| 1] 20 |EXISTING - VERIFY # 0 EXISTING - VERIFY # 22
Y 0 0 0 - - 23 [1]| 20 |EXISTING - VERIFY # 0 EXISTING - VERIFY # 24
9 3] 200 [PANEL ' A2’ 0 0 0 PANEL ' A3’ 225 | 10 25 [1]| 30 |NE OUTLETS & STORAGE # 0 SE OUTLETS & STORAGE # 26
T - |- 0 1,235 1,235 . . 27 | 1| 20 |NORTHEAST OUTLETS # 0 SOUTHEAST OUTLETS # 28
Y 0 965 965 - - 29 [1| 20 [NORTH OUTLETS # 0 SOUTHEAST OUTLETS # 30
11 |3 225 |SPACE 0 SPACE 200 | 12 31| 1| 30 |NORTHWEST OUTLETS # 0 SOUTHWEST OUTLETS # 1] 20 | 32
T - |- 0 - - 33 [1| 20 |NORTHWEST OUTLETS # 0 SOUTHWEST OUTLETS # 1] 30 |34
NEE 0 - - 35 [1| 20 |NORTHWEST OUTLETS # 0 EXISTING - VERIFY # 1] 30 |36
13 | 3| 400 |SAFETY SWITCH ' A’ 26, 435 26, 435 CONDENSING UNIT CU-1 350 | 14 37 | 1] 30 |EXISTING - VERIFY # 0 EXISTING - VERIFY # 1] 30 |38
Y I 26, 435 26, 435 - - 39 |1 SPACE 0 PANEL 'C' WEST WALL #  |2| 100 | 40
N 26,435 26, 435 - - - 41 1 SPACE -1 - [42 PROMONTORY
33,890 35,125 34,855 0 0 H ALL HV AC
TOTAL NEW CONNECTED LOAD: 103,870 vaA 288 AMPS FEEDER: 8 #500 KCM, (2) 4' C TOTAL NEW CONNECTED LOAD: 0 VA 0 AMPS FEEDER: 4 #3/0, 1 #6 GND, 2" C
CALCULATED FEEDER DEMAND, NEC 220: 221,267 VA 614 AMPS (SEE DEMAND CALCULATION) CALCULATED FEEDER DEMAND, NEC 220: 25, 641 VA 71 AMPS  (SEE DEMAND CALCULATION) UPGRADE
ELECTRICAL SERVICE DEMAND CALCULATION ,;lkDTR%SPLACE ALL EXISTING BRANCH CIRCUIT BREAKERS WITH NEW SQUARE D TYPE ‘QO-VH' BREAKERS RATED 22,000 A. I.C. Utah State Fairpark
+ REPLACE EXISTING 3P-200A MAIN BREAKER WITH NEW MAIN LUGS SUITABLE FOR ATTACHMENT OF NEW FEEDER CONDUCTIRS.
EXISTING METER ~ CURRENT TRANSFORMER CALCULATED  ESTIMATED  CALCULATED # FIELD VERIFY EXISTING CIRCUIT AND INCLUDE ON NEW TYPEWRITTEN CIRCUIT INDEX.
READING RATID  MULTIPLIER  MAX KW POMER FACTOR  MAX KVA 155 North 1000 West
EXISTING SERVICE ‘A 1.5 MAX, KW 200: 5 40 60. 00 907, 66. 67 S ISTING PANEL " A3 35.000 AlC_ FULLY RATED Salt Lake City, Utah
EXISTING SERVICE 'B’ 0.5 MAX. KW 100: 5 20 10. 00 907 11, 11 SQUARE D TYPE ‘ NaOD’ 1207208 VOLT, 3 PHASE, 4 WIRE ’
3 POLE 225 AMP MAIN LUGS + SURFACE MOUNTED
EXISTING SERVICE ‘A’ DEMAND APPLIED TO BRANCH PANELS ‘A1’, ‘A2 & 'A3' PROPORTIONAL TO MAIN RATING TR BRR ND.TND.| CIRCUTT SIASE LOAD - VA CIRCUIT TN IO BRKR |CIR
PANEL AL 2es AP HAIN BREACER 23,08 ND. [P awps | DESCRIPTION LTS|REC| LOAD [ PHASE A | PHASE B | PHASE C | LOaD |Rec|LTs|PESCRIPTIEN P [AMPS | NI
CANEL g S0 AMD MATN BREAKER o o8 é ? 6_0 ?UTSIDE DISCONNECT, WEST 0 : ?UTSIDE DISCONNECT, EAST ? 4_0 i e T orE e p—
5 - - 0 - - e
CONNECTED DEMAND DEMAND 7 70 [INSIDE DISCONNECT, SOUTH 0 OUTSIDE DISCONNECT, NORTH|3| 40 | 8
1TEM LOAD-VA FACTOR LOAD-VA NEC_REFERENCE 9 - - 0 -I=1 = T1o
EXISTING SERVICE ' A’ 66, 667 1257 83, 333 220, 87 NEEE 0 -1 - Tre
EXISTING SERVICE ' B’ 11, 111 125% 13, 889 220, 87 13 (1] 20 |OUTSIDE GFCI, SOUTHWEST 0 OUTSIDE GROUND LTS, WEST | 1] 20 | 14
NEW LIGHTING 700 1257 875 230, 42(A) (1) 15 OUTSIDE GFCI, SOUTHWEST 0 OUTSIDE GROUND LTS, EAST | 1] 20 | 16
NEW CONTINUOUS LOAD 695 1257 869 230, 42¢A) (1) 17 OUTSIDE GFCI, SOUTHWEST 700 700 4 [MECH RM LIGHTS 1| 20 | 18
NEW RECEPTACLES 540 >10 KVA @ 50% 940 220, 44 19 OUTSIDE GFCI, NORTHWEST 0 OUTSIDE LTS & TIME SWITCH| 1| 20 |20
LARGEST MOTOR (CU-1) 79,30 1257 99,131 430. 24 21 OUTSIDE GFCI, NORTHWEST 0 TICKET BOOTH LTS & REC | (| | |e2
OTHER MOTORS (AR-1, CP-D1) 22,630 1007 22,630 430. 24 23 OUTSIDE GFCI, NORTHWEST 0 WALK-IN LIGHTS ERRE
TOTALS 181, 648 VA 221,267 VA 25 OUTSIDE GFCI, NORTHEAST 0 WALK-IN EVAPORATOR 1] 20 |26
504 AMPS 614 AMPS 27 OUTSIDE GFCI, NORTHEAST 695 695 ATC & CU-1 CONTROL CKT | 1] 20 |28 DATE: 20 March, 2008
29 OUTSIDE GFCI, NORTHEAST 0 SPACE 1 30
31 OUTSIDE GFCI, SOUTHEAST 0 EXISTING - VERIFY # 2| 20 |32 AGENCY PROJECT NO: 07211370
33 OUTSIDE GFCI, SOUTHEAST 0 -1 = [3a HFSA PROJECT NO: 0740.01
35 OUTSIDE GFCI, SOUTHEAST 0 NALK-IN COMPRESSOR 2| 30 |36 CAD DWG FILE NO: 0740 E-601.dwg
, 37 [1| 20 |OUTSIDE SPRINKLERS 0 -[-1 - |38 )
;AL",!;‘ELC&%Z@CBTEEE?‘E@EE,; 9" THICK CONCRETE PAD IN ACCORDANCE 391 SPACE 540 540| 3 REC, MECH RM & OUTSIDE [1]| 20 |40 DRAWN BY: : W.B.G.
CONCRETE PAD (TYP) WITH DIVISION 3 SPECIFICATIONS 41 SPACE 265 265 CONDENSATE PUMP CP-1 1] 15 |42 CHECKED BY: R.GK.
NDISTURBED EARTH OR #4” REBAR AT CENTER OF PAD 0 1,235 965 DESIGNED BY: W.B.G.
SOMBACTE D BAGKEILL (TYE) 12"+ ON CENTER EACH WAY TOTAL NEW CONNECTED LOAD: 2,200 VA 6 AMPS FEEDER: 4 #4/0, 1 #4 GND, 2-1/2" C DWG TYPE: ELECTRICAL
FINISHED GRADE \ GROUNDING BUSHINGS (TYP) CALCULATED FEEDER DEMAND, NEC 220 31, 461 VA 87 AMPS  (SEE DEMAND CALCULATION) ARCHITECTURAL PHASE:
T NOTES: CONSTRUCTION DOCUMENT BID SET
] — % REPLACE ALL EXISTING BRANCH CIRCUIT BREAKERS WITH NEW SQUARE D TYPE /QOB-VH' BREAKERS RATED 22,000 A I.C. SHEET TITLE
Z—\ =] ™% R + REPLACE EXISTING 3P-225A MAIN BREAKER WITH NEW MAIN LUGS SUITABLE FOR ATTACHMENT OF NEW FEEDER CONDUCTIRS.
== ‘1\7\/; SCHEDULE 40 PVC SECONDARY # FIELD VERIFY EXISTING CIRCUIT AND INCLUDE ON NEW TYPEWRITTEN CIRCUIT INDEX.
: Jﬁmf\ =1 \:L SERVICE CONDUIT TO BUILDING, SYM BOL |_ | ST,
O - T
= e SCHEDULES,
RIGID TO PYC CONNECTOR (TYP)
SCHEDULE 40 PVC PRIMARY SERVICE GALVANIZED RIGID STEEL (GRC) AN D D ET Al |_ S
CONDUIT, CONCRETE ENCASED. ELBOWS, CORROSION PROTECT IN
TERMINATE CONCRETE ENCASEMENT ACCORDANCE WITH SPECIFICATION
NEAR EDGE OF TRANSFORMER PAD. SECTION l6ll@. (TYPICAL)
TRANSFORMER PAD_SECTION E-602
A2 " = [} " ’
2 SCALE: 3/87 = -2 4 5 SHEET 4 OF 4 (ELECT)






